
XZ210/215 Pro100/200 Pro105/205 XT200/205 XZ200/205 Mini

VOLTAGE
230V, 460V

3 Phase, 60 Hz

230V, 460V, 575V

3 Phase, 60 Hz

230V, 460V, 575V

3 Phase, 60 Hz

230V, 460V, 575V

3 Phase, 60 Hz

230V, 460V, 575V

3 Phase, 60 Hz

230V, 460V

3 Phase, 60 Hz

MOTOR 2 HP TEFC* Fan
1 HP TEAO* Fan (Pro100)

2 HP TEAO Fan (Pro200)

1 HP TEAO Fan (Pro105)

2 HP TEAO Fan (Pro205)
2 HP TEAO Fan 2 HP TEAO Fan 1 HP TEAO Fan

WEIGHT 250 lbs / 113 kg 200 lbs / 91 kg 200 lbs / 91 kg 200 lbs / 91 kg 200 lbs / 91 kg 125 lbs / 57 kg

SOUND LEVEL 79 dBA at 20 feet
78 dBA at 20 feet (Pro100)

79 dBA at 20 feet (Pro200)

78 dBA at 20 feet (Pro105)

79 dBA at 20 feet (Pro205)
79 dBA at 20 feet 79 dBA at 20 feet 78 dBA at 20 feet

TEMP RATING Up to 65°C/150°F Up to 55°C/130°F Up to 55°C/130°F Up to 75°C/170°F Up to 65°C/150°F Up to 55°C/130°F

OSCILLATION
Up to 120° (XZ210)

Up to 75° (XZ215)
Up to 120° Up to 75°

Up to 120° (XZ200)

Up to 75° (XZ205)

Up to 120° (XZ200)

Up to 75° (XZ205)
Up to 120°

REVERSE 

CONTROL KIT / 

ZONE CONTROL 

KIT COMPATIBLE

AREA 

CLASSIFICATION Class II Div 1 Class II Div 2

FAN MODEL COMPARISONS
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NEW

Introducing the World’s 

First CIID1 Rated Fan

ALL MODELS

*TEFC - Totally Enclosed, Fan-Cooled

*TEAO - Totally Enclosed Air Over


